
 Data Sheet 

 IQTouch SF1 Basic
Digital Signage

• IPS high-definition LCD panel enables up to 1080P video and picture decoding 
and playback

• Sleek and one-piece design with unique heat dissipation structure, support 
24/7 continues work

• Built-in Android with various connectivity options, including HDMI input and 
multiple interfaces.



IQTouch SF1 Basic Specifications

Display

Model LE043KD LE055KD LE065KD

Diagonal Size
(H x V, mm)

43"
(941 x 529)

55"
(1210 x 680)

65"
(1429 x 804)

Brightness 300cd/m2

Contrast Ratio 1400:1

Backlight ELED

Resolution 2K(1080*1920)

Aspect Ratio

Response Rat

9:16

e 8ms ( typ.)

Viewing Angle 89/89/89/89 (Typ.)(CR≥10)

Android  System
Android 
Version Android 9

RAM/ROM DDR4 2GB & EMMC 32GB 

CPU  /GPU 4*Cortex-A53 ARM MaliTM-450 GPU

Interfaces 
(Built-in)

DC 1

RJ45 1

USB 2.0 2

HDMI IN 1

TF card 1

Line out 1

Networking 
support Built-in Wifi

Speakers 5W*2

Environmental Conditions

Working Temperature 0℃ ~ 45℃

Storage Temperature -10℃ ~ 55℃

Working Humidity 20% ~ 80% 

Storage Humidity 20% ~ 90%

Power 

Voltage 110V~240V AC 50 / 60Hz

Rated power 
consumption ≤100W ≤130W ≤160W

Standby Power ≤1W



Physical Specifications

Model LE043KD LE055KD LE065KD

Net Weight(kg) 32 45 53

Gross Weight(kg) 38 50 60

Product Size (without base) (mm) 1755*579*53 1850*730*53 1997*872*90

Product Size (with base)(mm) 1783*579*400 1878*730*450 2025*872*450

Base Size (mm) 28*579*400 28*730*450 28*872*450

Packing Size (with base)(mm) 1850*717*162 1984*872*162 2094*992*162

IQTouch SF1 Basic Specifications

Stamp



IQTouch SF1 Basic 43inch Dimensions (mm)



IQTouch SF1 Basic 55inch Dimensions (mm)



IQTouch SF1 Basic 65inch Dimensions (mm)


